/. PRDFURM STEEL

§-[$ FORMED RIGHT. BUILT STRONG. —
PBU PANEL PRODUCT DATASHEET

TECHNICAL SPECIFICATIONS & INSTALLATION REQUIREMENTS ——

APPLICATION Roofing, Siding, Interior Projects, Buildings
[« 36" COVERAGE > FASTENER SYSTEM Exposed
T ROOF PITCH (minimum) 1:12
R GAUGE 26 gauge | 24 gauge*
™) " N\ /\ I\ 13/16" E e
PANEL COVERAGE WIDTH 36
RIB
60— HEIGHT | RIB HEIGHT 13/16"
(RIB-TO-RIB) l‘ DISTANCE FROM RIB-TO-RIB = &"
STEEL THICKNESS 26 ga. 0.0185" | 24 ga. 0.0230"
PAINT THICKNESS
@ 34" Coverage Width @ Exposed Fastener System Top coat paint .70 mil
Top coat primer .30 mil
o 13/16" Rib Height 0 Versatile for Multiple Applications Bottom coat backer .35 mil
Bottom coat primer .35 mil
& 4" Rib-to-Rib (On Center) @ Matches M-Loc Profile
TOTAL THICKNESS 26 ga. 0.0202" | 24 ga. 0.0247"

RUST PROTECTANT SUBSTRATE = Galvalume AZ50

STEEL STRENGTH 80,000 PSI (26 ga.) | 50,000 PSI (24 ga.)
GAUGE AVAILABILITY , p
PAINT SYSTEM SMP and Fluropon selections available

1T e o i ot i ) TEXTURED COLORS AVAILABLE  No
(AZ50) (PAINT SYSTEM) (PAINT SYSTEM)
26 GAUGE Y ® ® *24 ga. available in Polar and Galvalume (acrylic-coated bare) in select plants
24 GAUGE* o o o PBU (M-LOC) LINE DRAWING
® = Available

RECOMMENDED APPLICATIONS " 36" COVERAGE
Y
‘“ﬁh‘ : %i N N a\ n ;
HECA % | N ~13/16

RIB
ROOFING SIDING INTERIOR PROJECTS BUILDINGS
= HEIGHT
Metal Roofs Wall Panels Liners Residential |‘_ 6" 0.C. _"| _L
Residential Agricultural Buildings Ceilings Agricultural [RlB_TD_R'B]
Commercial Commercial Buildings Partition Walls Commercial
Pole Buildings Industrial Buildings Other Interior Uses Industrial
Shops

PAINT SYSTEM AVAILABLE FINISH WARRANTY

FLU ROPON®
ﬁ e Sl GALVALUME® @ @ @
ilicone Modified AZ50 P

Polyester (Kynar 500°)

. LIFETIME 30-YEAR 50-YEAR
High-performance paint systerns engineered Premium corrosion resistance LIMITED Chalk & Fade Galvalume
for long-term durability and weather resistance. and long-lasting protection. Faint Adhesion Perforation

*24 ga. available in Polar and Galvalume (acrylic-coated bare) in select plants

FASTENER & INSTALLATION TIPS

Use proper length screws with sealing washers.

Do not overtighten = allow the washer to seat snug.

Use color-matched screws for best appearance,

o

& Install screws on the flat portion of the panel.

©

& PReplace damaged washers or screws immediately.
o

Follow project-specific engineering and local codes.

BUILT RIGHT. FINISHED STRONG. PROFORM STEEL
QUALITY MATERIALS. EXPERT ENGINEERING.
LASTING VALUE.

Your Partner in Metal Building Solutions.




